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Modbus & Serial Controllable Remote Display 

Model SB-30 

 

Pin Configuration  
1- D+ (RS485) 

2- D- (RS485) 

3- RXD (RS232) 

4- GND (RS232) 

 

 

 

 

 

Specifications 
220VAC ±5% Operating Voltage 

< 8W Power Consumption 

-20 oC ~ 60 oC Operating Temperature 

6 Digit 7-Seg LED  Display 

76 mm Digit Height  

1200 ~ 115200 bps Baud Rates 

8, N, 1 Port Setting 

0.5A Fuse 

495 x 185 x 57 Dimensions (mm) 

 

 

  در مد سریال پشتیبانی میکند: نمایشگرکه این نشاندهنده هاي وزن ) 1

TENDER : WI620, WI621, WI624 

TRANCEL: TL-10R, TW-40R 

LAUMAS: All models with RS232 port  

SEWHA: All models with RS232 port  

YAOHUA: A12E, T7E 

KELI: T1, T12, T16 (communication mode= 1) 

 را داراست. Modbus/Masterارتباط با هر وسیله مجهز به قابلیت  MODBUS همچنین این نمایشگر از طریق پروتکل

 :  در مد سریال DIPSWITCHتنظیم  نحوه )2
 

S8 S7 S6 S5 S4 S3 S2 S1 

PORT Baud rates Off Off Off Off Off 
 

19200 9600 4800 1200 Baud Rate 

On Off On Off S6 

On On Off Off S7 
 

 

 

 

S8 PORT 

Off RS232 

On RS485 
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 ) پروتکل سریال قابل دریافت:3

Byte No. 1 2 3 4 5 6 7 8 9 10 11 12 

ASCII Chr. : - or 0 Net weight with float Space CR LF 

HEX Code 3A 
2D or 

30 
Net weight with float 20 0D 0A 

 

Example: Net weight = -6.789 

Byte No. 1 2 3 4 5 6 7 8 9 10 11 12 

ASCII Chr. : - 0 6 . 7 8 9 Space Space CR LF 

HEX Code 3A 2D 30 36 2E 37 38 39 20 20 0D 0A 

 

 مدباسدر حالت  DIPSWITCHتنظیم  نحوه )4

16 15 14 13 12 11 10 9 8 7 6 5 4 3 2 St-No 

On Off On Off On Off On Off On Off On Off On Off On S1 

On On Off Off On On Off Off On On Off Off On On Off S2 

On On On On Off Off Off Off On On On On Off Off Off S3 

On On On On On On On On Off Off Off Off Off Off Off S4 

Off Off Off Off Off Off Off Off Off Off Off Off Off Off Off S5 

 

32 31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 St-No 

On Off On Off On Off On Off On Off On Off On Off On Off S1 

On On Off Off On On Off Off On On Off Off On On Off Off S2 

On On On On Off Off Off Off On On On On Off Off Off Off S3 

On On On On On On On On Off Off Off Off Off Off Off Off S4 

On On On On On On On On On On On On On On On On S5 

 

115200 57600 19200 9600 Baud Rate 

On Off On Off S6 

On On Off Off S7 

 

OFF (Low-High) ON (High-Low) S8 

PLC FATEC PLC SIEMENS S7-200 
PLC or 

HMI 
PLC DELTA PLC Co-Trust 

 HMI Panel Master (PM) 
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 ) رجیسترها در حالت مدباس5

Default SIZE R/W PLC Address Address Register No. 

- D-Int R 40002 1 Serial Number 1 

- D-Int R/W 40011 10 Indicator value 2 

0 D-Int R/W 40024 23 Decimal point 3 

- Int W 40031 30 Turning off display 4 

 

 نوشتن روي این آدرس امکان پذیر نیست. د.گردمی دریافت میرق 8شماره سریال دستگاه بصورت عددي  1با خواندن آدرس  )1

 .باشدبیتی) می32( Double Integer. این پارامتر که بصورت داده شده استنشان مربوط به عدد باشد. که می 10مهمترین پارامتر آدرس  )2

یکبار و در تنظیم اولیه دستگاه نوشته شده و ار نوشته و خوانده میشود. این مقد بیتی)16( Integerبصورت  23تعداد رقم اعشار در آدرس  )3

 هرباره آن نیست و نباید انجام شود.نیازي به نوشتن با خاموش شدن آن از بین نمیرود، بدین ترتیب و  می شوددر حافظه ثبت 

با نوشتن عدد جدید در د. انجام خواهد ش 30بیتی) در آدرس 16( Integer(صفر) بصورت  0با نوشتن عدد  ستور خاموش کردن نمایشگرد)   4

 نمایشگر دوباره روشن خواهد شد. 10آدرس 
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